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Pipeline and Hazardous Materials Safety Administration, DOT § 192.623 

To address increased risk of a 
maximum allowable operating 
pressure based on higher 
stress levels in the following 
areas: 

Take the following additional step: 

(B) The alternative maximum allowable operating pressure was based on a design factor of 
0.80 under paragraph (a) of this section and the failure pressure is less than 1.25 times the 
alternative maximum allowable operating pressure. 

(C) The alternative maximum allowable operating pressure was based on a design factor of 
0.67 under paragraph (a) of this section and the failure pressure is less than 1.50 times the 
alternative maximum allowable operating pressure. 

(D) The alternative maximum allowable operating pressure was based on a design factor of 
0.56 under paragraph (a) of this section and the failure pressure is less than or equal to 
1.80 times the alternative maximum allowable operating pressure. 

(iv) Evaluate any defect not required to be repaired under paragraph (d)(11)(ii) or (iii) of this 
section to determine its growth rate, set the maximum interval for repair or re-inspection, 
and repair or re-inspect within that interval. 

(e) Is there any change in overpressure 

protection associated with operating at 

the alternative maximum allowable oper-

ating pressure? Notwithstanding the re-

quired capacity of pressure relieving 

and limiting stations otherwise re-

quired by § 192.201, if an operator estab-

lishes a maximum allowable operating 

pressure for a pipeline segment in ac-

cordance with paragraph (a) of this sec-

tion, an operator must: 

(1) Provide overpressure protection 

that limits mainline pressure to a max-

imum of 104 percent of the maximum 

allowable operating pressure; and 

(2) Develop and follow a procedure for 

establishing and maintaining accurate 

set points for the supervisory control 

and data acquisition system. 

[73 FR 62177, Oct. 17, 2008, as amended by 

Amdt. 192–111, 74 FR 62505, Nov. 30, 2009] 

§ 192.621 Maximum allowable oper-
ating pressure: High-pressure dis-
tribution systems. 

(a) No person may operate a segment 

of a high pressure distribution system 

at a pressure that exceeds the lowest of 

the following pressures, as applicable: 

(1) The design pressure of the weak-

est element in the segment, deter-

mined in accordance with subparts C 

and D of this part. 

(2) 60 p.s.i. (414 kPa) gage, for a seg-

ment of a distribution system other-

wise designed to operate at over 60 

p.s.i. (414 kPa) gage, unless the service 

lines in the segment are equipped with 

service regulators or other pressure 

limiting devices in series that meet the 

requirements of § 192.197(c). 

(3) 25 p.s.i. (172 kPa) gage in segments 

of cast iron pipe in which there are 

unreinforced bell and spigot joints. 

(4) The pressure limits to which a 

joint could be subjected without the 

possibility of its parting. 

(5) The pressure determined by the 

operator to be the maximum safe pres-

sure after considering the history of 

the segment, particularly known corro-

sion and the actual operating pres-

sures. 

(b) No person may operate a segment 

of pipeline to which paragraph (a)(5) of 

this section applies, unless over-

pressure protective devices are in-

stalled on the segment in a manner 

that will prevent the maximum allow-

able operating pressure from being ex-

ceeded, in accordance with § 192.195. 

[35 FR 13257, Aug. 19, 1970, as amended by 

Amdt. 192–85, 63 FR 37504, July 13, 1998] 

§ 192.623 Maximum and minimum al-
lowable operating pressure; Low- 
pressure distribution systems. 

(a) No person may operate a low-pres-

sure distribution system at a pressure 

high enough to make unsafe the oper-

ation of any connected and properly 

adjusted low-pressure gas burning 

equipment. 

(b) No person may operate a low pres-

sure distribution system at a pressure 

lower than the minimum pressure at 

which the safe and continuing oper-

ation of any connected and properly 

adjusted low-pressure gas burning 

equipment can be assured. 
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